OFFICE OF THE CHIEF DISTRICT MEDICAL OFFICER, JAJPUR

Letter No.4155 CDMO, Jajpur dated the 23/12/2011

QUOTATION CALL NOTICE

Quotation Call for 



: Supply of Equipments / Instruments.

Date of Quotation call



: 23.12.2011

Last Date & Time of submission of Quotation
: 09.01.2012 at 5.00 P.M

Date & Time of opening of quotation

: 10.01.2012 at 11.30 A.M

Sealed quotation is invited from different manufacturers /suppliers for supply of the Equipments/Instruments under NRHM of Jajpur district as per specification given below by the Chief District Medical Officer, Jajpur. Interested manufacturers /firms may submit their quotation by Speed Post/Regd Post or Courier only to the under signed as per the scheduled date & time mentioned above.

Terms & conditions:

1. The undersigned shall have the right for rejecting all or any of the quotation without assigning any reason thereof.

2. Any tender received after the due date & time will be rejected. 

3. The rates should be quoted on door delivery basis.

4. The supplier should submit the attested copy of valid OST/CST and VAT & TIN registration and valid PAN certificates along with the quotation. 
5. The Manufacturer should submit valid Manufacturing License/import license & valid ISO certificate, proof of compliance with IEC certificate .
6. Manufacturing Unit / Supplier who has been black listed either by the tender inviting authority or by any state government or central government organization is not eligible to participate in the tender. 
7. Two stage biding systems will be followed. (Technical bid & Price bid)
8. The bidder(s) are to submit their tenders in separate sealed covered envelops for technical bid and commercial bid by superscribing Cover “A” (Technical Bid) & Cover “B” (Price Bid) and both the sealed covers should be put into a third outer Cover, which should be superscribed as “Supply of Equipments & Instruments under NRHM, Jajpur” 
9. The financial bid of only those bidders should be opened who qualify in their technical bid.
10. The bidders are also requested to produce the Sample against their quoted items otherwise their quotation will not be taken into consideration. 

.

EMD:

The Earnest Money of Rs 2500/- (Rupees Two thousand five hundred)only, will be paid in the shape of demand Draft only in favour of C.D.M.O Jajpur from any Nationalised / Scheduled Bank payable at Jajpur Town, Jajpur. The EMD of the unsuccessful tenderers will be returned back without interest. EMD of successful tenderer will be returned after completing the delivery of the items.

Description of Article

Annexure I (enclosed herewith)

Chief District Medical Officer

Jajpur

Memo No __________ /C.D.M.O, Jajpur
Dated ____/___/2011

Copy forwarded to the D.I.P.R.O., Jajpur/ The Tahasildar, Jajpur/ The P.D, DRDA, Jajpur / Notice board of the CDMO, Jajpur for information. They are requested to fix the quotation in their Notice Board for wide publication among the people.
Chief District Medical Officer

Jajpur

Annexure - I

Description of the Articles

1. Foot Rest

2. Instruments Cabinet

3. Steel Almirah for keeping drugs

4. Dressing drums

5. IV Stand

6. Kidney Tray

7. Bowl for Antiseptic Solution

8. Steel tray with lid to keep sterile instruments

9. Baby Weighing Scale

10. Thermometer (digital)

11. Feeding Tube

12. Suction Tube

13. Laryngoscope set (neonate)

14. Oxygen Cylinder with flow meter

15. Trolley for patients

16. Trolley for instruments

17. Hub Cutter
18. Suction Machine

19. Instrument for Normal Delivery

20. Instrument for Vaccum/Forcep Delivery

21. Foot operated suction Machine

22. Angle Poised Lamp
Specification of the Items:

1. Foot Rest

Specification: Double Step, Tubular steel frame work with rubber top double size 50Lx40Wx46H cm approx.

2. Instrument Cabinet

Specification: Size 78”x 36”x 19”. Double door fitted with glass. Door gauge should be 18. Other gauge 20. With four shelves making five compartments.

3. Steel Almirah for keeping drugs

Specification: Size 78”x 36”x 19”. Door gauge should be 18. Other gauge 20. With four shelves making five compartments.

4. Dressing Drums

Specification: 

Should be of Stainless Steel, size: 275 x 240 / 250 x240

5. IV Stand

Specification: 

Overall approx. size : height – 136-244 cm (with adjustable height)
Main Frame : Strong & Sturdy five legged neatly made base mounted on five 2.5cm dia swiveling ball castors of good quality S.S. double hocked I.V. rod & S.S. tube spring loaded.

6. Kidney Tray : 

Specification: Stain less steel

7. Bowl for antiseptic Solution

Specification: Stainless steel

8. Steel tray with lid to keep sterile instrument

Specification:

9. Baby Weighing Scale

Specification:

1.Weight range 0-20 kg (minimum weight to be weigh 20 gm).
2. Accuracy +/- 5gms, resolution 5 gms.
3. Unit should have facility accurately weighs the hectic / active baby and retain the digital display for 30 sec. Even baby is removed from the scale.
4. Zeroing facility (when disposable sheets are used above the tray). Display should show negative reading when linen is removed.
5. Unit should have facility to “Freeze” display to show reading even whom baby is removed.
6. Durable HIP moulded baby tray, it should be detachable, to weigh standing babies. Baby construction do not allow baby to be injured or slip from the scale.
7. Large bright red display for strain free reading

10.Thermometer (digital)

Specification

1.
Temperature mesurement range: - 40 deg C to 210 deg C

2.
LCD readout

3.
Temperature measurement accuracy : ± 0.1 º C

11. Feeding Tube

Specification: 
12. Suction Tube

Specification:

13. Laryngoscope set (neonate)

Specification:

1. Rigid, metallic fibre-optic light system with inbult magnifying system.
2. Viewing angle 90 degree.
3. Light source(Halogen bulb) with spare bulb to be quoted separately.
4. Autoclavable

14. Oxygen Cylinder with flow meter

Specification:

1. 10 litres capacity, IS7285 part I & II/IS3224 for necking & valves.

15. Trolley for patients

Specification:

Having four good quality noiseless 6”swiveling castor ,wheels. Break facility in two wheels. Detachable top, arrangement for IV Stand & Oxygen Cylinder, accessories tray, 1.5” mattress at top. Best quality iron should be used.
16. Trolley for instruments

Specification: 

Overall approx. Size – 760 mm L x 510 mm W x 900 mm H. Stainless Steel shelf at bottom, 3 side railing
17. Hub Cutter

Specification:

	1. Materials: The material used in the hub cutter will be:
The cutting blade of the cutter will be made of stainless steel (IS 6911 of 1992. The thickness of the blade will not be less than 0.5 mm with one side sharpen to cut minimum of 10,000 cuts. The supplier shall submit a type set from a recognized approved laboratory for (i) blade edge sharpness (ii) revert joint looseness (iii) soundness of plastic parts. 
All other metal if used in the hub cutter will be made of galvanized carbon steel which will withstand rusting even in rough weather with high humidity coastal region for a minimum of five year (IS 277 of 2003 – galvanized steel sheet specification). 
The spring if used in the hub cutter will be made of steel wire for mechanical spring (oil harden and tampered steel wire) ISI-4454 of 2001 revision part 2. 
The sharp container should be made of Polypropylene (PP) of not less than 4 mm thick and should be white/translucent. The material should be autoclavable plastics, puncture resistant, high drop impact strength, material should be non-toxic and pyrogen free, the material will not wear out with normal usage. 

	2. Shape: The shape of the container will be such that the lid is tightened with the body with a twist and cannot be opened by pulling the lid and the body in the opposite direction. The container containing the cut hub along with needle of various size will be ¾ full when filled with 500 cut hub with needles.

	3. Capacity range: Able to destroy from hub of AD syringe with needles from 18-28 gauge diameter and from 10-25 mm length and fitted with all types of needle fittings, eg, fixed luer lock, luer ship of snap-on 

	4. Resistance to piecing: Container shall accept 500 cut needles along with the hub when it is ¾th full (filling line). Needles shall not penetrate container walls when filled up to the filling line. T he average of forces needed to penetrate samples shall be not less than 15 N.

	5. Tamper-proofing: When contaminated needles are being dropped into the containers, it shall remain sufficiently sealed so as to prevent a hand from entering. Needle should not protrude from the container when the box contains 500 needles with hub.

	6. Capacity of the container: have sufficient capacity to hold 500, 18-28-gauge, 10-25 mm long needles with hub.


18.
Suction Machine

Specification : 

1 . The Suction pump should be oil immersed fitted on Motor shaft

2 . Suction pump should have line grinding internally.

3 . To facilitate maintenance the cover of machine should be easily to open from the top & sides

4 . The suction machine should be capable of producing minimum vacuum of 500 approx mm Hg. Which should be adjustable and monitored by vacuum gauge of suitable range. The suction capacity should be 15 litres per minute and can be regulated.

5 . It should have two bottle of 1 or 2 liters (As per requirement) with synthetic rubber lids. The bottle shall be fitted with the arrangement to prevent overflow of fluid.

6 . ON/OFF Switch and Power indicator should be available

7 . Body material: Base ,top & panel made of rust proof and corrosion resistant moulded ABS..   

      Jar/Bottle material: Autoclavable polycarbonate.

8 . Inbuilt maintenance free battery. Battery backup upto 60 minutes on full charge. Provided with cable  

     for ambulance/car use.
19.
Instrument for Normal Delivery/ Vaccum or Forcep Delivery (surgical instrument should be CE marked, high surgical grade SS, 350 – 450 grade)

Sponge Holding Forcep medium 10”/ 12”

Allice Forcep 8”

Artery Forcep(St) 8”

Artery Forcep(Cu) 8”


Epistomy Scissor

Dissecting Scissor


Sims Speculum

Needle Holder

Chittle Forcep

Toothed Forcep
Outlet Forcep

Ventuse Cup

20.
Foot operated suction Machine

Specification :

Housing: Engineering plastic moulded parts - non corrosive, easy to 
Capacity: Outright vacuum - 600 mm Hg ±10 with average per stroke 
volume of 200 ml. 
Pump Type: Efficient piston pump for creating vacuum instantly. 
Jar: Autoclavable 1 X 1 Itr.jar (Polycarbonate] 
Tubing: 8 mm ID X 2 mtr. (5ilicon] 
Vacuum Gauge: Bourden type, 5 cms 0 - 760 mm Hg 
Dimension & weight: 32 x 17 x 30 cms. 2.5 kg. Portable pedal unit with top  view manometer visible to the operator. Bacterial filter (O.3 micron with single use /autoclavable housing! between jar and pump 
dismantle, clean, disinfect and reassemble.
21. Angle poise lamp

Specification:

The reflecter arrangement should be such that the light ray should be pin – pointed stove enamel finish. Operating at 220 V AC, 50Hz, 60W, 30,000Lux output(typically), intensity adjustable. 
